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WE2108

MIG100E
Gasless Wire-Feed Welder
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Output current 60 — 80 Amps

@
@ Design working ambient ilemperature range:
14° — 104°F (-10°— +40°C)
@® Transport and storage temperature range
-13% — 131°F (-25° — +55°C)
® Design working ambient relative humidity:
50% @ 104°F (40°C), 90% @ 68°F (20°C)
@® Design working altitude:
< 3280 fi. (1000 m) above sea level
® Duty cycle (rated output): 20% @ 80 A
® Includes:
O Contact tip: (0.9 mm)
- v © Hand-held welding shield
RN © Chipping hammer/brush
A © 0.44Ib.(0.2 kg) spool of 0.030 in. (0.8 mm)
\2’“ flux-core wire
’ @® Fan cooling ® Machine external dim. (LWH)
® Designed for gasless use with flux-core wire ® Advanced thermal overload protection for 18.5in. x 963 in.x 14.75in.
only fransformer (470 mm x 245 mm X 375 mm)
@® Welds all types of carbon steel without gas ® Operates from standard household power (20 @ Insulation grade H
@® Welds up to 3/16 in. (4.8 mm) thick mild steel in amp circuit recommended) @® Case protection: IP21S
one pass ® Top-mounted carmrying handle @® CSA certification
@ Premium Tweco®-compatible MIG torch with @ Top-hinged side access door with latch @ Packaging: Full-colour carton
"cold" tip strikes an arc only when the triggeris @ Input power: 120 V (+ 10%) ~ 60 Hz, single ® Netweight: 32.63 1b. (14.8 kQ)
squeezed phase ® Pkg. dim.:21.06in. x 11.81in.x 17.44 in.
® Min-max welding heat controi voliage settings @ Rated no-load voltage: 27 V AC (535 mm x 300 mm x 443 mm)
@ \Variable wire speed control @ Rated input capacity: 2.4 kVA ® Gross weight: 39.68 Ib. (18 kg)

All prices are subject to changeithout notice & must be confirmed by Distributor.
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WE3107

MIG130E
Ga
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@ Includes:
© Welder with welding cable, ground cable

/ _ with grounding clamp, MIG torch

dvanced thermal overload protection for © Gas conversion kit

transformer ® Regulator: Dual gauge, 0 — 4000 PSI,
Top-mounted carmrying handle 10.6 — 63.6 cfh (5 — 30 L/min)
Top-hinged side access door with latch ® Hose:2ft (61 cm)long, 1/4 in. (6 mm)
Primary (input) power supply: 120 V ~ 60 Hz, O.D. reinforced gas hose

20 Amps- requires a 120 V AC, 60 Hz, single- ® 2pc 1/4in. (6 mm) hose clamps
phase 20 amp power source with time-delayed ® 1 pkg. M3 0.6 mm (0.023 in.) aperture

L] n,.?ﬂth thg mcludeﬂ flux-core wire, this welder can N TRy contact tips to fit Unison Tweco®
weld mild steel without gas . . compatible MIG torch
It can also weld either mild or low-carbon stee| @ Standard 120 V grounded power cord ® 1spoolof 2 ]b (0.9 kg) mild steel MIG
with the included gas conversion kit and gas ® Secondary (output) voltage: 17.5 V wire 0.6 mm (0.023 in. diam)

as not included ® Secondary (CSA output): 65 Amps - \- : :

(g ) N © Welder carrying handle and screws

® With the appropriate gas and wire, itcanalso @ Max. open circuit voltage: 34 V DC © 3 contact fips: 1 each of 0.035, 0.030, and
weld stainless steel and aluminum or braze ® Oufput current range: 30 - 60 A 0.023 inches ' '
using silicone-bronze wire @ Peak amperage output rating: 80 A © Nozzle
Weld thickness: 22 gauge to 3/16 inch steel ® Peak amperage when welding: 130 A © 0.2kg (044 Ib.)spool of 0.030 (0.8 mm)
(0.76 to 4.8 mm) ® Duty cycle: flux core wire
Premium Tweco®-compatible MIG torch with 100% @ 35 A; 50% @ 45 A; 20% @ 65 amps © Chipping hammer / brush
“cold” tip strikes an arc only when the triggeris @ Uses 0.023 in. (0.6 mm) and 0.030 in. (0.8 mm) © Hand-held welding shield
squeezed solid steel welding wire with gas on DC reverse @ CSA certification

® Four-position voltage selector dial for variable polarity @ Packaging: Full-colour carton
welding heat settings @ Also uses 0.030 in. (0.08 mm) self-shielding ® Netweight: 48.5 Ib. (22 kg)

® ‘Jariable wire speed control flux-core wire with no gas on DC straight ® Pkg. dim.: 2717 in. x 11.81 in. x 17.44 in.

@® Fan cooling polarity (690 mm x 300 mm X 443 mm)

All prices are subject to changeithout notice & must be confirmed by Distributor.

Industrial & Construction Supplies




WE3107K

MIG130E
Gas/ Gasless Wire-Feed Welder Kit

with Cart and
Auto-Darkenmg Helmet

With the included flux-core wire, this welder can
weld mild steel without gas

It can also weld either mild or low-carbon steel
with the included gas conversion kit and gas
(gas not included)

With the appropriate gas and wire, it can also
weld stainless steel and aluminum or braze
using silicone-bronze wire

Weld thickness: 22 gauge to 3/16 inch steel
(0.76 to 4.8 mm)

Premium Tweco®-compatible MIG torch with
"cold" tip strikes an arc only when the triggeris
squeezed
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Four-position voltage selector dial for vanable
welding heat settings

Vanable wire speed control

Fan cooling

Advanced thermal overload protection for
transformer

Top-mounted camrying handle

Top-hinged side access door with latch
Primary (input) power supply: 120 V ~ 60 Hz,
20 Amps- requires a 120 V AC, 60 Hz, single-
phase 20 amp power source with time-delayed
fuse or circuit breaker

Standard 120 V grounded power cord
Secondary (output) voltage: 175V

Secondary (CSA output): 65 Amps

Max. open circuit voltage: 34 V DC

Output current range: 30 - 60 A

Peak amperage output rating: 80 A

Feak amperage when welding: 130 A

Duty cycle:

100% @ 35 A, 50% @ 45 A; 20% @ 65 amps
Uses 0.023in. (0.6 mm) and 0.030 in. (0.8 mm)
solid steel welding wire with gas on DC reverse
polarity

Also uses 0.030 in. (0.08 mm) self-shielding
flux-core wire with no gas on DC straight
polarity

Includes:

(]

(]
o
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Welder with MIG torch, grounding cable,

and clamp

Welding cart

ANSI-spec auto-darkening welding helmet

- fixed dark state (light state DIN 3, dark

state DIN 11)

Gas conversion kit

® Regulator: Dual gauge, 0 — 4000 F5l,
106 — 63 6 cfh (5 — 30 L/min)

® Hose:2ft (61 cm)long, 1/4 in. (6 mm)
O.D. reinforced gas hose

® Jpc. 1/4in. (6 mm) hose clamps

® 1 pkg M50.6 mm (0023 in ) aperture
contact tips to fit Unison Tweco®-
compatible MIG torch

® 1 spool of 2 Ib. (0.9 kg) mild steel MIG
wire 0.6 mm (0.023 in_ diam)

Welder carrying handle and screws

3 contact tips; 1 each of 0.035, 0.030, and

0.023 inches

MNozzle

0.2 kg (0.44 Ib.) spool of 0.030 flux wire

Chipping hammer / brush

CSA certification
Packaging: Full-colour label on white carton
Pkg. dim.: 31.89in.x 13.78 In. x 23.23 in.

(810 mm x 350 mm x 590 mm)

All prices are subject to changeithout notice & must be confirmed by Distributor.
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With the included flux-core wire, this welder can
weld mild steel without gas

It can also weld either mild or low-carbon steel
with the included gas conversion kit and gas
(gas not included)

With the appropriate gas and wire, it can also
weld stainless steel and aluminum or braze
using silicone-bronze wire

Weld thickness: 22 gauge to 1/4 inch steel
(0.76 to 6.3 mm)

Premium Tweco®compatible MIG torch with
"cold" tip strikes an arc only when the triggeris
squeezed

Six-position voltage selector dial for vanable
welding heat settings

Variable wire speed control

Fan cooling

vanced thermal overload protection for
sformer

¥p-mounted camying handle

op-hinged side access door with latch

Primary (input) power supply: 230 V ~ 60 Hz,

25 Amps, requires 220 V AC, 60 Hz, single

phase 50 amp power source with time-delayed

fuse or circuit breaker

Power cord: NEMA 6-50P 50 amp 220 volt

Secondary (output) voltage: 21.3 V

Secondary (CSA output): 145 Amps

Max. open circuit voltage: 35V DC

Output current range: 30 - 145 A

Peak amperage when welding: 180 A

Rated output: 25% @ 120 A

Mo-load voltage: 31 A

Duty cycle:

100% @ 55 A; 60% @ 70 A; 15% @ 145 amps
Uses 0.023 in. (0.6 mm), 0.030 in. (0.8 mm),

and 0.035 in_ (0.9 mm) solid steel welding wire

with gas on DC reverse polarity

Also uses 0.030 in. (0.08 mm) self-shielding

flux-core wire with no gas on DC straight

polarity

o

o
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Includes:

Welder with MIG torch plus ground cable

and clamp

Gas conversion kit

® Regulator: Dual gauge, 0 — 4000 PSI,
10.6 — 63.6 cfh {5 — 30 L/min)

® Hose: 21t (61 cm) long, 1/4 in. O.D.
reinforced gas hose

® 2pc. 1/4in. (6 mm) hose clamps

® 1pkg M50.6 mm (0023 in) aperture
contact tips to fit Unison Tweco®-
compatible MIG torch

® 1 spoolof2lb. (0.9 kg) mild steel MIG
wire 0.6 mm (0.023 in. diam)

Welder handle and screws

3 contact tips; 1 each of 0.035, 0.030, and

0.023 in.

0.2 kg (0.44 Ib.) spool of 0.030 (0.8 mm)

flux core wire

Mozzle

Chipping hammer / brush

Hand-held welding shield

CSA certification

Packaging: White carton with colour label
Net weight: 70.55 Ib. (32 kg)

Pkg. dim.: 2717 in. x 11.81 in. x 1744 in.

(690 mm x 300 mm x 443 mm)

All prices are subject to changeithout notice & must be confirmed by Distributor.
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MIG180E
Gas / Gasless ere-Feed Welder Klt

3ix-position voltage selector dial for variable -
welding heat settings @ Kit includes:
Variable wire speed control ©  Welding machine with MIG torch pius

Fan cooling

grounding cable and clamp

- © Welding cart
ﬁgxgpoiﬁeihermar Ll N Dt © ANSIl-spec auto-darkening welding helmet
: - fixed dark state (light state DIN 3, dark
Top-mounted carrying handle state DIN 11)
Top-hinged side access door with latch O Gas conversion kit
Primary (input) power supply: 230 V ~ 60 Hz, ® Regulator: Dual gauge, 0 — 4000 PSI,
25 Amps, requires 220 V AC, 60 Hz, single 10.6 — 63.6 cfh (5 — 30 L/min)
phase 50 amp power source with time- ® Hose: 2t (61 cm)long, 1/4 in. O.D.
LI delayed fuse or circuit breaker reinforced gas hose
= ’ @® Power cord: NEMA 6-50P 50 amp 220 volt ® 2pc. 1/4in. hose clamps
with Cart and @ Secondary (output) voltage: 21.3 V ® 1pkg. M5 0.6 mm (0.023 in.) aperture
Auto_Darken'ng Helmet @ Secondary (CSA output): 145 Amps contact tips to fit Unison Tweco®-
oM S N e T BT compatible MIG torch
With the included flux-core wire, this welder can viax. open circuit voltage: oo v ® 1 spoolof 2 Ib. (0.9 kg) mild steel MIG
weld mild steel without gas ® Output current range: 30 - 145 A T {G []2% in_} diam
® |t can also weld either mild or low-carbon steel ® Peak amperage when welding: 180 A R e e T '
with the ilncluded gas conversion kit and gas @® Rated output: 25% @ 120 A O 3 contacts tips; 1 each of 0.035, 0.030, and
(gas not included) . ® No-load voltage: 31 A 0.023 in.
® With the_appropnate gas and wire, it can also ® Duty cycle: © 02kg(0.44 |b.) spool of 0.030 flux core
weld stainless steel and aluminum or braze 100% @ 55 A; 60% @ 70 A; 15% @ 145 amps wire
using silicone-bronze wire _ @ Uses 0.023 in. (0.6 mm), 0.030 in. (0.8 mm), O Nozzle
@ Weld thickness: 22 gauge to 1/4 inch steel and 0.035 in. (0.9 mm) solid steel welding © Chipping hammer / brush
(0.76 to 6.3 mm) wire with gas on DC reverse polarity @ CSA certification
® Premium Tweco®™compatible MIG torch with @ Also uses 0.030 in. (0.08 mm) self-shielding @® Packaging: White carton with colour label

"cold" tip strikes an arc only when the trigger is

flux-core wire with no gas on DC straight
squeezed

polarity

® Pkg. dim:3189in. x1378in.x23.23in.
(810 mm x 350 mm x 590 mm)

All prices are subject to changeithout notice & must be confirmed by Distributor.
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ARC180
.230.Volt AC Arc Welder Kit.

with Lift-Lens Welding
Helmet and Accessories

~

Single phase AC inverter stick welder
Power supply: 1-230 V ~ 60 Hz, 41 A
Rated output: 10% @ 180 A
OCV:50 VAC

Thermal overload protection
I

v 5/32 in. (4 mm)
Supplied with 10 ft. (3 m) welding cable and
electrode holder, 8 ft. (2.4 m) grounding cable
and clamp
Includes
O Stick welder
O Lift-lens welding helmet with 4-1/4 in x 2 in
(108 mm x 51 mm) viewing area and shade
lens
O Combination wire brush and chipping
hammer
O Starter pack of 10 x 1/8 in. electrodes
C
F
)

CSA certification

'ackaging: White carton with colour label
Net weight: 59.19 Ib. (26.85 kg)

Pkg. dim.:2961in.x 13.39in.x 19.69 in
(752 mm x 340 mm x 500 mm)

All prices are subject to changeithout notice & must be confirmed by Distributor.
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WEK9000

Welding Cart

@® Large 6 in. (150 mm) diameter rubber-tired
wheels make an easy-rolling, stable base to
work from

Rear shelf with two 31 in. (0.8 m) retaining
chains properly accommodates gas cylinder
Carrying capacity: 110 Ib. (50 kg)

Assembled dimensions (LWH): 27.2in. x 15.8
in.x 283 in. (690 mm x 402 mm x 720 mm)

bottle in one place
Ideal for shop |

el construction with rugged

nish Assembly required
Mobility and storage - ideal for shop use @ 2 side hooks for torch and ground cable Packaging: White carton with colour label
Top shelf is sized to accommodate many storage Net weight: 30.9 Ib. (14 kg)
common MIG welders and tilted for perfect ® 2-1/2in. (63 mm) diameter swivelling front Pkg.dim.:28.35in.x 128 in.x4.72 in
access to their controls casters for extra mobility (720 mm x 325 mm x 120 mm)

All prices are subject to changeithout notice & must be confirmed by Distributor.
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Sale Price$16.41
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